
DRYSAN 9     ‘’BASIC VALIDATION KIT’’ 
 
The package will help you determine the application in principle. 
The basic component supply enables test trials prior to committing to a FULL SIZED 
SYSTEM from the DRYSAN RANGE of machine. 
The main components supplied in the basic kit are the as used on ALL DRYSAN 
machines. 
 
1 
Add the chemical to the container 
 

 

 

2 
Place the atomizer + float  into the above 
container.                                                            
(Depending on the density of the test 
solution, it may require the use of the 
additional ballast disks to maintain a 
suitable submerse level) 

3 
Plug in and switch mains power ON to 
operate.  
The unit will discharge 0.5 litres 
(nominal) per hour of ‘DRY’ chemical 
into your treatment room. 
Even distribution is subject to air 
movement within your test facility. 
 
 
 

 
 
The performance of the DRYSAN is only as effective as the properties within the 
chemical being applied. 
Lists of approved chemicals have been listed and any other local chemical can be 
tested subject to warranty conditions. 
 
The atomizer / disks are considered as consumables. 
 
Their performance and durability is subject to the corrosiveness of individual 
chemicals and only non oil base chemicals have the ability of atomization. 

TRANSFORMER: 
 
   220 VAC 50/60Hz 
   OR (subject to order) 
   110 VAC 50/60Hz 


